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A C C E S S O R I E S  /  C A N D L E  H O L D E R  /  T E A L I G H T
T E C H  S P E C

T E A L I G H T  C A N D L E  H O L D E R
A  t e a l i g h t  c a n d l e  h o l d e r  m a d e  f r o m  s o l i d  m e t a l .  A  s o l i d  m a c h i n e d  m e t a l  h o l d e r 

w i t h  d i a m o n d - c u t  k n u r l e d  d e t a i l i n g  o n  t h e  o u t s i d e .  C N C  m a c h i n e d  f a c e  o n 
t h e  i n s i d e  c r e a t e s  s t u n n i n g  r e f l e c t i o n s  o f  l i g h t .  W o r k s  g r e a t  w i t h  a n y  s t a n d a r d 

t e a l i g h t .  A v a i l a b l e  i n  t w o  s o l i d  m e t a l  f i n i s h e s ;  b r a s s  a n d  s t e e l .
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T E A L I G H T  C A N D L E  H O L D E R
T E C H  S P E C

42

TYPE: Sol id metal  teal ight candle holder,  designed for use with a 
standard teal ight .  Teal ights with a maximum diameter of 42 mm.

BOX INCLUDES: 
SINGLE: 1 x teal ight candle holder,
TRIPLE: 3 x teal ight candle holders.

FINISH: Brass or Steel .

Care instructions
Wipe with a damp cloth with no loose hairs ,  avoid using any 
chemicals .  Please note al l  f in ishes age natural ly  with t ime and 
use.  L ight the teal ight candle with a long safety match or safety 
l ighter,  to avoid scorching the s ides of the metal  candle holder 
with the f lame.

DISCLAIMER: Always fol low the candle suppl ier ’s  instruct ions for safe use of 
candles.  This product is  not sui table for damp or wet environments.

SPECIFICATIONS

RCH-07114

RCH-05115

RCH-07116

RCH-05117

ROW SKU

3
9

50

QUANTIT Y   /    FINISH US SKU

single / steel

single / brass

triple / steel

triple / brass

NCH-07118

NCH-05119

NCH-07120

NCH-05121


